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@ Column load cell with stainless steel material and laser welding seal;

® Double round rocker design, fast dynamic response;

@ Protection class IP68, suitable for truck scale, railway scale and other harsh environment

weighing application

@ Column structure obtain strong ability for anti-overload and impact resistance.

® Y Specifications B A#g#5/Technique
MESE Capacity 10,20,30,50t
M REE Sensitivity 2+0.5%mVN
Etah Zero balance +2%F.S.
E[257 1 Non-linearity 0.017% F.S.
= Hysteresis 0.017%F.S.
Es=lis Repeatability 0.017%F.S.
#2735 (30min ) Creep(300min) 0.017%F.S.
RERBEER Temp.effect on output 0.01%F.S./10C
ERREER Temp.effect on zero 0.02%F.S./10C
EIpNGEN = Input impedance 780+20Q
A ERRE Output impedance 700+10Q
S5 Insulation >5000M Q/100VDC
RN E Recommended excitation 3~12V
RAEEE Maximum excitation Voltage 15V
REIMETE Compensated temp range -10~60°C
T{ERECE Operating temperature range -30~70C
LA Safe load limit 150%F.S.
{2 NAE=4 Breaking load 200%F.S.
BB R~ Cable size $5.4x10m
e Material T
s a4 IP class P68

10~50t

o15.6 |

200

985

10~50t/E kL2

ZHhHE/Load Direction
11

L)

o EZE/ Wiring Code '

- SEN+ Green(£)
EXC+ Blue (%)

‘ SIG+ White(£)
| .. Shield R
L SIG-Red (41)

ﬁ EXC- Black(Z)
L . SEN-Grey (i)
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